
2826 Installation Instructions:
To install the G.R.I. 2826 Detector, place the unit

where liquid is most likely to accumulate.  Clean
and dry the desired placement location.  A smooth
surface is preferable and preparing surface by using
an alcohol wipe is recommended.  Remove protec-
tive paper from double sided tape, then stick the
unit to the cleaned surface.

To connect the 2826 Detector wires to an external
device, see the installation instructions for that de-
vice.

Use the white and red wires for a closed loop cir-
cuit, or the white and black wires for an open loop
circuit.  After installation these units should be tested
with water and inspected annually.  If there is any
corrosion or damage the sensor should be replaced.
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SPECIFICATIONS:

Average Duty Cycle at Manufacture Approximately 5 years
Contact Wires 22 ga. 36”

Contact Rating
Nominal Switching Capacity 2A@30VDC
Max Switching Power 60W
Max Switching Voltage 220VDC
Max Switching Current 2A
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Red Wire - Normally Closed
White Wire - Common
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2826

SPECIFICATIONS:

Probe with 36” Leads GRI # 2826-P
Battery with Connector GRI # 8444
Battery Life Approximately 4 years

Contact Rating
Nominal Switching Capacity 2A@30VDC
Max Switching Power 60W
Max Switching Voltage 220VDC
Max Switching Current 2A
Max Number Sensor Probes 10
Max Wire Length for Detector to Probe 100 ft.
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2826FS Installation Instructions:
Mount the 2826FS Detector Relay on a wall no

more than 100 feet from desired location to be moni-
tored.  Mount the sensor probes at locations where
liquid pooling is most likely to occur.  Run probe
wires from sensor probes to the detector relay and
connect wires to sensor terminals.  Wire all sensor
probes in parallel.

Use the relay contact terminals to connect to ex-
ternal devices such as wireless transmitters or con-
nect directly to alarm or controller systems. After
installation these units should be tested with a damp
sponge or paper towel and inspected annually.  If
there is any corrosion or damage the sensor should
be replaced.


